Group C3 ruts& Serics for Various ypes Hot

Renewable Option 01-01-2020 through 12-31-2020

ituminous Pavement

Commodity

Code

Landshaper, Inc

Warren Paving
Inc

Section A - Patchwork

(1 - 20 Tons) - Asphalt (1-300 square yards milling)

74511-C3-A01 Hot Mix Asphalt In-Place, ST 9.5mm Mixture (used for overlays of 1 %” & 2” thick) TON |S 325.00|$
74511-C3-A02 Hot Mix Asphalt In-Place, ST 19mm Mixture (used for base courses from 2” to 3 %” thick). TON S 300.00 | S
74511-C3-A03 Hot Mix Asphalt In-Place, HT 9.5mm Mixture (used for overlays of 1 %” & 2” thick). TON ]S 325.00 $
74511-C3-A04 Hot Mix Asphalt In-Place, HT 19mm Mixture (used for base courses from 2” to 3 %” thick). TON |$ 300.00 ’Sj. ~
74511-C3-A05 Hot Mix Asphalt In-Place, MT 9.5mm Mixture (used for overlays of 1 %” & 2” thick). TON |S 325.00| S
74511-C3-A06 Hot Mix Asphalt In-Place, MT 19mm Mixture (used for base courses from 2” to 3 %” thick). TON S 300.00 .‘$ T
74511-C3-A09 Hot Mix Asphalt FOB City Truck, SC-1. TON |$ 60.00 | $
96154-C3-A07 Cold Milling, Depth less than 2” — Contractor Retains Millings. sQyYyD | $ 30.00 | S
96154-C3-A08 Cold Milling, Depth greater than 2” — Contractor Retains Millings. sQYD|$ 30.00 $
Section B - Small Paving Work (21 - 400 tons) - Asphalt (301 - 3,000 square yards milling)

74511-C3-B01 Hot Mix Asphalt In-Place, ST 9.5mm Mixture (used for overlays of 1 %” & 2" thick). TON | S 82.00
74511-C3-B02 Hot Mix Asphalt In-Place, ST 19mm Mixture (used for base courses from 2” x 3 %” thick). TON |S 80.00 |
74511-C3-B03 Hot Mix Asphalt In-Place, HT 9.5mm Mixture (used for overlays of 1 %” & 2” thick). |TonN |} 82.00 |
74511-C3-B04 Hot Mix Asphalt In-Place, HT 19mm Mixture (used for base courses from 2” to 3 %” thick). TON |$ 80.00 'ﬁ‘
74511-C3-B05 Hot Mix Asphalt In-Place, MT 9.5mm Mixture (used for overlays of 1 %” & 2” thick). TON |$ 82.00 | ‘
74511-C3-B06 Hot Mix Asphalt In-Place, MT 19mm Mixture (used for base courses from 2” to 3 %” thick). TON |$ 80.00 | $
96154-C3-B07 Cold Milling, Depth less than 2” — Contractor Retains Millings. sQyYyD|$ 6.00 |
96154-C3-B08 Cold Milling, Depth greater than 2” — Contractor Retains Millings sQyp | s 6.00 S
Section C - Medium Paving work (401 - 800 tons) - Asphalt (3,001 - 7,000) square yards milling

74511-C3-C01 Hot Mix Asphalt In-Place, ST 9.5mm Mixture (used for overlays of 1 %” & 2” thick). TON |S$ 82.00|S
74511-C3-C02 Hot Mix Asphalt In-Place, ST 19mm Mixture (used for base courses from 2” x 3 %” thick). TON |$ 80.00 $
74511-03-C03 Hot Mix Asphalt In-Place, HT 9.5mm Mixture (used for overlays of 1 %" & 2” thick). TON ]S 82.00 $
74511-C3-C04 Hot Mix Asphalt In-Place, HT 19mm Mixture (used for base courses from 2” to 3 %” thick). TON ]S 80.00 $
74511-C3-C05 Hot Mix Asphalt In-Place, MT 9.5mm Mixture (used for overlays of 1 1” & 2” thick). TON |S$ 82.00 $
74511-C3-C06 Hot Mix Asphalt In-Place, MT 19mm Mixture (used for base courses from 2” to 3 %” thick). TON ]S 80.00 $
96154-C3-C07 Cold Milling, Depth less than 2” — Contractor Retains Millings. sQyp | s 6.00 $
96154-C3-C08 Cold Milling, Depth greater than 2” — Contractor Retains Millings sQYD ]S 6.00|$
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Renewable Option 01 01 2020 through 12- 31 2020

Commodity

Code

Landshaper, Inc

Warren Paving
Inc

Section D - Large Pavin

g Work (801+ tons) - Asphalt (7,001+ square yards milling)

74511-C3-DO1
74511-C3-D02
74511-C3-DO03
74511-C3-D04
74511-C3-D05
74511-C3-D06
96154-C3-D07
96154-C3-D08

Hot Mix Asphalt In-Place, ST 9.5mm Mixture (used for overlays of 1 %" & 2” thick). TON
Hot Mix Asphalt In-Place, ST 19mm Mixture (used for base courses from 2” x 3 %” thick). TON
Hot Mix Asphalt In-Place, HT 9.5mm Mixture (used for overlays of 1 %” & 2” thick). TON
Hot Mix Asphalt In-Place, HT 19mm Mixture (used for base courses from 2” to 3 %” thick). TON
Hot Mix Asphalt In-Place, MT 9.5mm Mixture (used for overlays of 1 %" & 2” thick). TON
Hot Mix Asphalt In-Place, MT 19mm Mixture (used for base courses from 2” to 3 %” thick). TON
Cold Milling, Depth less than 2” — Contractor Retains Millings. SQYD
Cold Milling, Depth greater than 2” — Contractor Retains Millings SQYD
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Warren Paving Inc.
P.O. Box 2545
Gulfport, Ms 39503

Joel Moody
joelmoody@warreng

(228) 896-8003 Fax# (228) 896-8155
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